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CONSTRUCTION DETAILS

A.
B.
C.
D.
E.

F.
G.

INSTALL NON-INVASIVE MICROLOOP PROBE SET WITH 1.000 FT. LEAD-IN WITHIN
4 IN. CONDUIT.

INSTALL 1 IN. LIQUID TIGHT FLEXIBLE’NON“METALLIC CONDUIT FOR
DETECTOR SLEEVE. _

USE EXISTING BASE QUUNTED CONTROLLER.

USE EXISTING HANDHOLE.

USE EXISTING CONDUIT.

INSTALL 24 IN. WHITE THERMOPLASTIC PAVEMENT MARKING TAPE (STOP LINE).
INSTALL 12 IN. WHITE THERMOPLASTIC PAVEMENT MARKING TAPE (CROSSWALK).
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PHASING NOTES:

4. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
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GEOMETRIC LEGEND STATE OF MARYLAND
— DEPARTMENT OF TRANSPORTATION
- EXISTING GEOMETRICS STATE HIGHWAY ADMINISTRATION
PROPOSED GEOMETRICS ‘ " OFFICE OF TRAFFIC & SAFETY
—-—-= EXISTING RIGHT OF WAY TRAFFIC ENGINEERING DESIGN DIVISION
CENERAL NOTES —-—-— PROPOSED RIGHT OF WAY ' MARYLAND 45 (YORK ROAD) WIDENING
CAVAN DPRIVE TO RIDGELY ROAD

1. REFER TO SIGNING AND PAVEMENT MARKING PLANS FOR ADDITIONAL INFORMATION.!;
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